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22 Series

Connoisseur C-8

Veritas V2.8 

There is a remarkable history behind Energy's 30-year quest to
design speaker systems that enable you to experience sound in all
its dimensions. Through tireless research, countless measurements
and listening tests, Energy engineers achieved the technological
breakthroughs that made it possible to reach their ultimate goal of
truly lifelike speaker performance. 

Their designs focused on three critical goals:

1. Flat On-Axis Frequency Response with Wide Bandwidth – Makes
it possible for a speaker to reproduce the entire audio range in a
uniform manner.

2. Wide and Constant Dispersion – Allows sound to radiate from
the speaker evenly, in all directions and at all frequencies,
throughout the listening room.

3. Low Distortion & Resonance – While no speaker system is totally 
devoid of distortion, Energy Veritas reduces unwanted distortion
by as much as 66% compared to competitive products,
for clearer, easier to listen to performance.

Energy’s fundamental design philosophies haven't changed in a
quarter century but our intensive research methodology,
technology and materials have steadily improved over the years.
Critical acclaim from the world’s leading audio experts and
thousands of enthusiastic customer testimonials attest to the
success of these core Energy design theories.

A Quarter Century of Performance



Veritas V2.8  - Incorporating 25 years of speaker design know-how,
the flagship Veritas V2.8 project involved over three years of
intensive development by the Energy engineering team. This
extraordinary loudspeaker encompassed every technological
breakthrough learned in the quest for sonic perfection. The V2.8
introduced the remarkable Convergent Source Module to the
speaker world. This revolutionary design combined dome midrange
and dome tweeter transducers, each in its own chambers within the
CSM module. The resulting wide dispersion produced superb stereo
imaging. Accuracy and clarity were breathtaking. The woofers were
nestled in carefully crafted internal structures that were an integral
part of the speaker enclosure. By eliminating magnet movement,
this greatly reduced distortion and resonance in the bass
frequencies. Award-winning and utilized by numerous audio
reviewers as their "reference" speaker, the V2.8 started the Veritas
sonic revolution.

Veritas V1.8 – The V1.8 encompassed everything learned from
the development of the V2.8. The V1.8 had identical design goals
with the exception of being smaller in size. Smaller size translated
into a lower price and meant that more consumers could enjoy the
Veritas experience in their homes.

Second Generation Veritas – At the turn of the Millennium, a
new series of breakthrough Veritas speaker products was unleashed
to the world market. This new Veritas series featured two bookshelf
models, two floor-standing models, a timbre-matched center
channel and surround speakers - a first for Veritas. Dovetail-joint

cabinetry, the resonance-reducing Veritas Bracing System, the rigid
rear-mounted woofer stabilizer and other exclusive technologies
helped achieve Veritas’ lofty sonic goals in a less costly structure.
The now popular Veritas sound was produced in greater quantities
becoming affordable to almost anyone.

In this new series, the Convergent Source Module was further
refined. It utilized a 2-inch midrange dome improving sound
dispersion even further. The big news though, was the Dual Hyper-
Drive Woofer. This was the first ever implementation of a dual voice
coil woofer with a single magnet structure in a passive speaker. It
provided symmetry to the forward and backward motion of the
woofer and effectively reduced distortion by two-thirds – a
remarkable achievement that was clearly audible. The Veritas series
quickly won awards around the globe due to its unparalleled
accuracy and lifelike reproduction.

Third Generation Veritas "i" series – The latest innovations and
technology have been incorporated into the new "i" series Veritas
Speakers. A completely new Dual-Hyper-Drive woofer is employed,
improving dynamics, lowering distortion and improving resolution.
Coupled with the Convergent Source Module, the new Dual Hyper-
Drive woofer creates a formidable performance team. The new
Veritas i series from Energy encompasses everything we’ve learned
about sound over the past three decades of research and
development and will astound the casual listener or the most
discriminating audiophile.  

The History Of Veritas 

V2.8 V1.8 V2.4 V2.4i
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“The Veritas i series will astound even the casual listener with stunning accuracy and

breathtaking sound. The Veritas experience is like no other.”

Joe Fraser – Brand Manager, Energy Speaker Systems
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Veritas i series is designed to integrate seamlessly with the 
amazing new Veritas series of Custom in-wall and in-ceiling
speakers. Now you have the freedom to combine traditional
speakers, or stealth, installed products in the same system,
completely timbre-matched for perfect performance. This is an
industry first, providing a whole new level of flexibility. Utilizing
Energy’s state of the art engineering and anechoic measurement
facility, the Veritas Custom and Veritas i series designs were holistic
in approach, with the goal of complementing each other right
from the initial design stage. Both series feature the same tweeter
and midrange drivers as well as woofer cones, phase plugs, and
other Veritas "i" series design elements. 

The Veritas Custom line has been enhanced with exclusive 
technologies that allow our in-wall products to sound as good as
our enclosure based designs. Energy’s exclusive Boundary

Management System compensates for the tonality problems
associated with mounting a speaker flush to a large wall expanse.
The Ultra-Damped Mounting System utilizes a breakthrough
speaker mounting bracket design that is more rigid than
traditional bezels, reducing undesirable resonance. Two exclusive
WallbracersTM are included to further reduce resonance inside the
wall cavity. The speaker baffle is manufactured from solid 1" MDF
as opposed to plastic or other inferior materials. Now you can
seamlessly blend custom in-wall and in-ceiling speakers with 
Veritas "i" series for crystal-clear sound that compliments any 
room environment.

Perfect match – Veritas i series and custom series relationship



SYSTEM TYPE:

RECOMMENDED AMPLIFIER

POWER:

IMPEDANCE:

FREQUENCY RESPONSE

(+/- 3dB):

USEABLE BASS RESPONSE

(-10dB ANECHOIC):

SENSITIVITY:

ANECHOIC

2 SPEAKERS IN A ROOM

CROSSOVER POINTS:

COMPONENTS:

OVERALL DIMENSIONS:

CABINET FINISHES (FIG.A):

APPROX. SHIPPING WEIGHT:

INCLUDED ACCESSORIES:

Specifications

V2.3i Floorstanding

Tapered 4-way Bass Reflex,
Front Vented

Up to 200 watts

Nominal: 8 ohms; 
Minimum: 4 ohms

35-20 kHz

29 Hz

87dB
90dB

300 Hz, 550 Hz, 2 kHz
Tweeter: 2.0 kHz and >
Midrange: 550 Hz to 2 Hz
Woofer 2: ~ to 550 Hz
Woofer 1: ~ to 300 Hz

1"Aluminum Dome Tweeter, 
2" Aluminum Dome Midrange,
2 - 6.5" Dual-Hyperdrive 
Woofers 

W - 8.75"/22.2cm 
H - 40.75"/103.5cm
D - 14.0625"/35.7cm

Cherry Veneer - Black Grill
High Gloss Black - Black Grill

68 lbs/30.6kg 
(1 speaker)

Spike Kit, 
Rubber Bumpers,
Cloth grill

V2.2i Bookshelf

3-way Bass Reflex, 
Rear Vented

Up to 150 watts

Nominal: 8 ohms; 
Minimum: 4 ohms

40-20 kHz

35 Hz

86dB
89dB

550 Hz, 2 kHz
Tweeter: 2.0 kHz and >
Midrange: 550 Hz - 2 kHz
Woofer: ~ to 550 Hz

1" Aluminum Dome Tweeter,
2" Aluminum Dome Midrange,
6.5" Dual Hyperdrive Woofer

W - 8.75"/22.2cm
H - 18.5"/ 47cm
D - 13.25"/33.6cm

Cherry Veneer - Black Grill
High Gloss Black - Black Grill

69lbs/31kg 
(2 speakers)

Rubber Bumpers,
Cloth grill 
Dedicated stands 
sold separately.

V2.4i Floorstanding

Tapered 5-way Bass Reflex, Front
& Rear Vented

Up to 250 watts

Nominal: 8 ohms; 
Minimum: 4 ohms

30-20 kHz

25 Hz

87dB 
90dB

150 Hz, 300 Hz, 550 Hz, 2 kHz
Tweeter: 2.0 kHz and >
Midrange: 550 Hz - 2 kHz
Woofer 3: ~ to 550 Hz
Woofer 2: ~ to 300 Hz
Woofer 1: ~ to 150 Hz

1"Aluminum Dome Tweeter,
2" Aluminum Dome Midrange 
3 - 6.5" Dual-Hyperdrive
Woofers

W - 8.75"/22.2cm
H - 46"/116.8cm 
D - 18.125"/46cm

Cherry Veneer - Black Grill
High Gloss Black - Black Grill

95 lbs/42.7kg 
(1 speaker)

Spike Kit, 
Rubber Bumpers,
Cloth grill 
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Cherry Veneer with Black Grill

V2.0Ci Center Channel

Tapered 3-way Bass Reflex, 
Rear Vented

Up to 150 watts

Nominal: 8 ohms; 
Minimum: 4 ohms

45-20 kHz

40 Hz

90dB

1.8 kHz
Tweeter: 1.8 kHz and >
Woofer: ~ to 1.8 kHz

1" Aluminum Dome Tweeter,
2 - 6.5" Dual-Hyperdrive
Woofers

W - 23"/58.4cm 
H - 9.125"/23.2cm 
D - 13.125"/33.3cm

Cherry Veneer - Black Grill
High Gloss Black - Black Grill

39 lbs/17.5kg 

Rubber Bumpers,
Cloth grill 

FIG A:

High Gloss Black with Black Grill
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Veritas Stands

The Veritas stand is 
specifically designed 
to properly support the
Veritas 2.2i bookshelf
speaker safely and at the
appropriate height. The
speaker can be physically
attached to the stand for
added security. The Veritas
stand is available in both
Cherry veneer and High
Gloss Black finishes for a
perfect match!

CMS-1 Wall Mount

Custom flush mount
mounting kit is designed
exclusively for the Veritas
V2.0Ri surround speaker. 
They can be easily installed
into existing drywall and 
no contact with wall studs
are required. Recesses 
1/2 of the V2.0Ri depth 
into the wall. Available 
in Black or Paintable 
White finish, comes with
matching cloth grill.

V2.0Ri Rear Channel
V2.0RiS (individually boxed)

Acoustic Suspension

Up to 100 watts

Nominal: 8 ohms; 
Minimum: 4 ohms

70-20 kHz

46 Hz

86dB
89dB

1.8 kHz
Tweeter: 1.8 kHz and >
Mid-band: 200 Hz - 10 kHz
Woofer: ~ to 1.8 kHz

1" Aluminum Dome Tweeter, 2 - 3"
Mid-band Fill Drivers, 
6.5" Dual-Hyperdrive Woofer

W - 13"/33cm 
H - 14.5"/36.8cm
D - 7.125"/18.1cm

High Gloss Black - Black Grill
Cherry and HGB Reversible Trim Panels

38 lbs/17.1kg
(2 speakers)

Two Reversible Trim Panels
Cloth grill



Technology: Energy Veritas i series
V2.2i High Gloss Black Speaker featured 

Woofer Basket

Our injection molded woofer baskets 
have extremely low resonance frequencies
that eliminate "ringing" associated with
common metal and cast baskets.

Dual Voice Coil

The Dual Voice Coil single
magnetic gap design provides
a uniform inward and outward
excursion effectively reducing
distortion by two thirds. 

Heatsink 

The Oversized Heatsink and aluminum phase
plug dissipate heat from the voice coil
increasing power handling and maximizing
dynamic capabilities.ve
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The Convergent Source

Module (CSM) is a

combination midrange

dome and tweeter

dome, each housed in

separate chambers.

Incredible stereo

imaging and reduced

distortion are realized

with this technology

The Tapered Crossover

is designed to send

midrange information 

only to the upper most

woofer in the V2.3i and

V2.4i. This ensures precise

imaging and enhanced

bass response as all

woofers participate in 

bass reproduction.

Stabilizing Rod

This metal threaded rod

attaches to the back of 

the woofer magnet and 

is bolted through the rear

of the enclosure. Benefits

include reduction in

cabinet resonance, 

and preventing woofer

vibration, which enhances

the midrange accuracy.

Chambered Drivers

The Midrange and Tweeter

drivers are individually

chambered which provides

them their own operating

environment. This prevents

interaction from the 

other drivers. This also

substantially lowers their

resonant frequencies

which in turn lowers the

comfortable operating

frequency of the driver.

Dovetail Construction

The Dovetail Cabinet 

locks the cabinet together

into an extremely tight

enclosure, providing 

a resonance free

environment for the 

drivers to work within.

The Dual-HyperDrive woofer is an incredibly unique driver designed and built by Energy Speaker Systems specifically for the
Veritas i series. The following benefits are realized:

Faceted Cone

Our unique Faceted Cone design improves
cone rigidity and allows for predictable
cone break up. This aids in maintaining a
flat frequency response.
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1. Dual Hyperdrive Woofers: Distortion reduced up to 66% from conventional woofers  2. Tapered Crossover System: Provides extended bass
response and accurate midrange 3. Convergent Source Module: For accurate treble and midrange response with wide dispersion  4. Dovetail 
Cabinet Construction: Provides a consistently solid enclosure  5. Threaded Rod Mounting System: Reduced cabinet vibration  6. New Butyl Rubber
Surround: Improved bass response & dynamics  7. Aluminum Phase Plug: Improved heat dissipation 8. Interlocking Bosses: Reduced resonance &
better basket/motor assembly connection 9. Newly Designed Woofer Basket: Allows for higher woofer excursion  10. Raised Spider: Allows for
uniform woofer excursion  11. New 180 Degree Terminals: Opposing flex leads ensure linear cone movement  12. Sleek Design of Cabinet & Grill:
For a striking appearance 13. Veritas Bracing System
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Dispersion Graph
This graph shows why Energy incorporates specific driver sizes that
share dispersion characteristics. If a speaker is designed utilizing 
an 8" woofer and a 1" tweeter (using a 3kHz crossover point, typical
in many current speakers), the dispersion of some frequencies is
narrow while being acceptable in other frequencies. This inconsistent
dispersion results in an unnatural midrange tone, and a poor
sounding speaker. 

Energy Veritas speakers utilize a 6-1/2" woofer, a 2" midrange
dome (with a crossover point of 550Hz) and a 1" dome tweeter
using 2,000Hz as a crossover point. In this design, each driver is
operating in its appropriate frequency range, and due to design 

similarities they exhibit the correct dispersion properties. The result 
is a speaker system that has wide dispersion, and it is constant across
the entire audible audio spectrum.

Distortion Graph
This graph shows the difference in total harmonic distortion
between a traditional woofer design and Energy’s exclusive 
Dual-Hyperdrive woofer. The reduction in distortion, especially 
at very low frequencies is approximately 2/3 less. Utilizing the 
Dual Hyperdrive woofer in the Veritas series drastically improves
tone and clarity in the bass frequencies, resulting in flawless 
sound reproduction.

Dispersion Graph

Distortion Graph



Surround Sound Solutions

The Veritas V2.0Ri surround speaker is equipped with the exclusive
and patented Soundfield Management System or SFM. SFM is a
unique combination of a two-way forward radiating speaker, and
two specially designed side-mounted midrange drivers.

Featuring a front mounted control panel, this innovative system
allows you to switch the speaker from a monopole or direct radiating
speaker, to a bi-pole or a di-pole surround speaker. The level control
allows you to adjust how much of the side mounted surround drivers
are involved in the speakers’ sound. No other speaker in the world
allows this level of flexibility. 

The V2.0Ri even has a special “Corner” mode that allows the 
speaker to be installed into a corner if necessary. This mode will shut
off the side firing midrange driver that is pointing directly into the
corner. By removing this reflection of sound, the speaker will maintain
its expansive sound even when placed in less than optimal locations.

What the SFM system does technically is adjust the direct to 
reflected ratio of sound, which is how the human ear detects the
direction of a specific sound. What SFM does for you is to allow easy
and accurate adjustments providing the best performance for your
specific listening room environment as well as playback of 
different source material.

The Soundfield Management System allows the listener to 
experience optimal surround sound performance using less than 
optimal speaker placement. This is just one more example of the
incredible performance quality you’ve come to expect from Energy
Speaker Systems.

Energy Soundfield Management System
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Awards

“the Veritas 2.3s offer a new level of refinement. Graced with an

apparently seamless midrange and treble, they also boast unusual

bass definition and accuracy for a speaker of this type and size. 

The Veritas 2.3 is capable of playing the most demanding and 

complicated music – without flinching – and giving an amazingly 

lifelike account of the proceedings for its modest size.”

– John Higgins, Absolute Sound

“We expected a good solid performance from these loudspeakers as

we were aware of the company’s objectives. However, we didn’t

expect the elevated degree of sonic refinement with which the

Veritas 2.4s are blessed. These loudspeakers are truly outstanding 

and we consider them a veritable bargain – gems in the maze 

of competing loudspeakers in this price category.” 

– The Inner Ear Report, Volume 13, #4

“Time to get serious, though. These Energy speakers are just that –

seriously designed and built, seriously priced and serious about 

wanting to sound good. ...they mellowed me right out and quickly

won me over with their cleanliness, accuracy, warmth, dynamics, 

and solid tonal character from top to bottom.” 

- Chris Lewis, Home Theater

ve
ri

ta
s 

i 
se

ri
e

s 
  

  
  

A
W

A
R

D
S



connoisseur™

encore™

take™

www.energy-speakers.com

416.321.1800
®Copyright 2003 Energy Speakers Systems

3PEB064E  Printed in Canada

ENERGY SPEAKER SYSTEMS
North America
3641 McNicoll Avenue
Toronto, ON  CANADA M1X 1G5
t. 416.321.1800

veritas™

XL™

Australia
Audio Products Pty Ltd,
Unit 6, 61-67 O'Riordian S,
Alexandria, Australia 2015
t. +612 966 93477

Europe
API Europe, 
BV Poppenbouwing 56,
Geldermalsen,Netherlands,
4191 Nz
t. +31345588080

United Kingdom
API UK Ltd, 
Amorex Centre, Bury Road,
Lavenham, Sudbury, Suffolk,
England C010 9QD
t. +441787249656

V2.4i V2.3i V2.2i

VERITAS 2.3WM VERITAS 2.2WM

V2.0Ri

VERITAS 2.0CM VERITAS 1.0CM

V2.0Ci

VERITAS 2.2HM VERITAS 2.1WM
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